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B. SCHEMATICS

LAN  Transformer
100/1000 BASE-T PG48209P G  

A. MECHANICAL(unit:mm)

REV: 0
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LAN  Transformer
100/1000 BASE-T  PG48209P G REV: 0

C. ELECTRICAL SPECIFICATIONS @25℃

1. OCL: 350uH Min @ 100 KHz, 0.1V  8mA DC BIAS

2. eakage Inductance: 0.5uH Max @ 100KHz, 0.1V

3.. DCR: 1400mΩ Max

4.. T ns Ratio: 1CT:1CT±5%

5.. nsertion Loss: -1.2 dB Max @ 0.5-1 MHz

-0.2-0.002*f^1.4 dB Max @ 1-125 MHz

6.. eturn Loss: -16 dB Min @ 1-40 MHz

-10+20*log（f/80） dB Min @ 40.1-100 MHz

7.. ross Talk: -30 dB Min @ 1-100 MHz

8.. ommon Mode Rejection: -30 dB Min @ 1-100 MHz

9.. solation Hipot: 1500VAC 1mA 60S

10.0. rating temperature 0℃ to +70℃

11.1 torage temperature -40℃ to +85℃

12.2 EEE802.3at compliant performance---720mA Current Capability

Tube: 530*12.7*17.4mm

17.4

12.7

530

Inner Carton: L570*W180*H100mm Export Carton: L580*W380*H240mm

Package Quantity:

One Tube=18Pcs

One Inner Carton=18*50=900Pcs

One Export Carton=900*4=3600Pcs

www·east-ever·com 

iel:+86-756-8898808 

www·east-ever·com 

iel:+86-756-8898808 


	空白页面
	空白页面
	空白页面
	空白页面



